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OUTLINE

READ-OUT DISPLAY

LCD ILLUSTRATION
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Before operating this unit,  Please read the instruction manual carefully.
This product is for household use only.

BA 1500

Read-out 
display

Main body

set : Real time/setting

 :        Alarm/increase

Weight unit

Value

AM
PM

Alarm icon

Real time icon

    wt          : To weigh/decrease

Infrared 
receiver

 

1. Please take out the read-out display when setting time 
and alarm.
2. Please do not cover the infrared receiver when weighing 
under wireless transmission mode.Note
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FEATURES

TO INSTALL BATTERIES

TO TAKE OUT & PUT IN THE READ-OUT DISPLAY

•  Infrared transmission
•  Dual display feature: wired red-out display or wireless read-out display
•  Auto on under wired transmission mode
•  Auto return to real time clock if no operation
•  Three weight unit systems kg /lb / stone convertible
•  Max. Capacity: 180 kg / 400 lb / 28 st, Division: 0.1 kg /0.2 lb
•  Keypad tone
•  Low battery/overload indication

2 x 1.5 V AAA batteries for read-
out display (Please take note to 
polarity)

Take Out

2x1.5V AAA batteries for main 
body (Please take note to polarity)

Put In



TO SET WEIGHT UNIT

  

 

Press “set”
for 3 
seconds.

Press “wt”

Press “set”

Press “  “ to select 
kg-lb-st
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TO SET REAL TIME CLOCK

TO SET ALARM

Press “set”
for 3 
seconds.

Press “set” Press “set”

Hour setting Minute setting Real time clock

Press “  “ to increase or deacrease

   

 

 

 

  

 

Press “  “ to increase 
or deacrease

Press “
 “ to select

Press “  “ to increase 
or deacrease

Press “set”

Press “set”

Press “set”

To delete alarm

To Set Alarm Hour Setting

Back to real time clock
(without alarm icon)

Back to real time clock
(without alarm icon)

Alarm time set Minute setting

Press “ ”

Press “set”
for 3 
seconds.
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TO WEIGH

1. Wired Tranmission Mode

Step onto the scale platform 
directly

Automatically enter wired 
weighing mode

Weight reading stabilized and 
shines for 3 times
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2. Wirless Tranmission Mode
A.  To weigh under wireless transmission mode

B. You can weigh with read-out display magneted to metal surface (as follow). 
C. You can weigh with read-out display hanged on a nail on the wall (as 
follow).

Press “wt” to enter
wireless weighing mode

Weight reading stabilized and 
shines for 3 times

Show instable weight reading

Step onto the scale 
platform

 

 

Metal Surface Nail
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  Press “wt” to enter
wireless weighing 
mode

Step onto scale 
platform

Show instable weight 
reading

Weight reading stabilized 
and shines for 3 times

LOW BATTERY/OVERLOAD INDICATION

ADVICES FOR USAGE AND CARE

• Low battery power for read-out display. Please replace battery

• Low battery power for main unit. Please replace battery.

• Scale overloaded.

1. The platform will be slippery when it is wet. Keep it dry!

2. Keep standing still during the course of weighing.

3. DO NOT strike, shock or drop the scale. Treat the scale with care as it is a 
precise instrument.

4. Place the scale on a flat and solid surface. Avoid interference of strong 



electromagnetic field.

5. Clean the scale with a damp cloth and avoid water getting inside the 
scale. DO NOT use chemical/abrasive cleaning agents.

6. Keep the scale in cool place with dry air.

7. Always keep your scale in horizontal position.

8. If it failed to turn on the scale, check whether battery is installed, or 
battery power is low. Insert or replace new battery.

9. If there is error on display or can not turn off the scale for a long time, 
please take off the battery for about 3 seconds, then install it again to 
remove soft-fault. If you can not resolve the problem, please contact with 
after sale service centre of Feller.

10. Do not use it for commercial purpose.

Note
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استفادهنماييدزيراوسيلهایدقيقاست.

ترازورارویس��طحیصافومحکمقراردهيد.ازتداخلامواجقدرتمندميدان  .4
الکترومغناطيسیبادستگاهجلوگيرینماييد.

ت��رازوراباپارچهاینمن��اکتميزكنيدومانعازنفوذآببهداخلآنش��ويد.از  .5
تميزكنندههایشيميايیسايندهاستفادهنکنيد.

ترازورادرمحلیخشکوخنکنگهدارینماييد.  .6

هموارهترازویخودرادروضعيتافقیقراردهيد.  .7

چنانچهدرروش��نشدندستگاهمشکلیايجادشد،كنترلكنيدكهباتریدرمحل  .8
خودنصبشدهياممکناستتوانآنكمباشد.باتریجديدینصبنماييد.

چنانچهدرنمايشوزنياخاموشش��دنترازو،پسازمدتیطولانی،خطايیرخ  .9
داد،لطف��اًباتریرابهمدت3ثاني��هازمحلخودخارجكردهومجدداًنصبنماييدتا
مش��کلنرمافزاریبرطرفگردد.اگرنمیتوانيدمشکلرارفعنماييد،بامركزخدمات

پسازفروششركتفلرتماسبگيريد.

10.ازايندستگاهبرایمقاصدتجاریاستفادهنکنيد.
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نمايش كم بودن توان باتری/ بيش از حد بودن مقدار وزن

توصيه هايی برای استفاده و مراقبت

  

رويصفحهي
ترازوبايستيد.

برايواردشدنبه
حالتاندازهگيري
وزنبدونسيم،
»wt«)وزن(را
فشاردهيد.

مقداروزنثابتميشودو
3بارميدرخشد.

ميزانمتغيرّوزنرا
نشانميدهد.

• كمبودنتوانباتریصفحهینمايش.لطفاًباتریراتعويضنماييد.

• كمبودنتوانباتریدستگاه.لطفاًباتریراتعويضنماييد.

• بيشازحدبودنوزنبرایترازو.

زمانیكهصفحهیشيش��هایمرطوبش��ده،لغزندهخواهدبود.آنراخش��کنگه  .1
داريد!

درزماناندازهگيریوزن،بررویترازوبهطورثابتبايستيد.  .2

ب��هترازوضربهنزنيد،بهش��دتتکانندهيدوآنرانيندازي��د.ازترازوبااحتياط  .3 5

برايواردشدنبهحالت
اندازهگيريوزن،»wt«)وزن(را

فشاردهيد.

مقداروزنثابتميشودو3
بارميدرخشد.

ميزانمتغيرّوزنرانشان
ميدهد.

رويصفحهيترازوبايستيد.

 

 

ميخ

2. حالت ارسال بدون سيم
الف. براي اندازه گیري وزن، در حالت ارسال بدون سیم

ب. می توانی��د ب��رای اندازه گیری وزن، 
صفح��ه ی نمای��ش را ب��ه دلی��ل وجود 
خاصی��ت مغناطیس��ی، به س��طح فلزی 

متصل نمایید. )همانند روبه رو(

ج. می توانی��د ب��رای اندازه گیری وزن، 
صفحه ی نمایش را از یک میخ آویزان 

نمایید. )همانند روبه رو(

سطحفلزي
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اندازه گيري وزن

مستقيماًرويصفحهيترازوبايستيد.

عددوزنثابتميشودوسهبار
ميدرخشد.

بهطورخودكارواردحالتاندازهگيري
وزنازطريقسيمشويد.

 

 

1. حالت ارسال از طريق سيم
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قرار دادن يا برداشتن صفحه ی نمايش

تنظيمدقيقهساعتزمانجاري

تنظيمدقيقه

تنظيمساعت

تنظيمهشدارتنظيمساعت

تنظيمزمانهشدار

بازگشتبهساعتزمان
جاري)بانشانهيهشدار(

بازگشتبهساعتزمان
جاري)بدوننشانهيهشدار(

حذفكردنهشدار

دكمهي
»تنظيم«رابه
مدت3ثانيه
فشاردهيد.

دكمهي
»تنظيم«رابه
مدت3ثانيه
فشاردهيد.

دكمهي»تنظيم«
رابهمدت3ثانيه

فشاردهيد.

دكمهي
»تنظيم«را
فشاردهيد.

دكمهي
»تنظيم«را
فشاردهيد.

دكمهي
»تنظيم«را
فشاردهيد.

دكمهي»تنظيم«را
فشاردهيد.

دكمهي»تنظيم«رافشاردهيد.

دكمهي»تنظيم«را
فشاردهيد.

»wt«،دكمهيوزن
رافشاردهيد.

برداشتنقراردادن

«رافشاردهيد. برايكاهشياافزايش»

» برايكاهشياافزايش»
رافشاردهيد.

» برايكاهشياافزايش»
رافشاردهيد.

برايانتخابواحدهايكيلوگرم،
«رافشاردهيد. پونديااستون»

«رافشاردهيد. «

   

 

 

 

  

 

«رافشاردهيد.
ب»

برايانتخا

تنظيم ساعت زمان جاري

تنظيم هشدار

تنظيم واحد اندازه گيري وزن
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مقدار

•  ارسالازطريقامواجمادونقرمز
•  حالتنمايشدوگانه:نمايشازطريقاتصالبهسيم،يابدونسيم

•  روشنشدنبهطورخودكار،درحالتارسالازطريقسيم
•  قابليتبازگشتبهساعتنشاندهندهیزمانجاری،درصورتعدماستفاده

•  دارايسهسيستماندازهگيريوزنوقابلتبديل:كيلوگرم،پوندواستون
•  بيشترينمقدارظرفيت:180كيلوگرم،400پوند،28استون

دقتاندازهگيری:0/1كيلوگرم،0/2پوند
•  پخشصداهنگاماستفادهازصفحهكليد

•  نشانگركمبودنتوانباتری/بيشازحدبودنوزن

ويژگي ها

نصب باتری

تصوير صفحه ي نمايشگر

واحداندازهگيريوزن

پيشازظهر
بعدازظهر
نمادهشدار
نمادزمانجاري

2 ع��دد بات��ری 1/5 ولت��ی AAA ب��رای 
صفح��ه ی نمایش) لطفاً به درس��ت بودن 

محل قطب های باتری توجه نمایید.(

2ع��ددبات��ری1/5ولت��یAAAبرای
بدن��هیاصل��ی)لطفاًبهدرس��تبودن

محلقطبهایباتریتوجهنماييد.(
1

نماي كلي

صفحه ي نمايش اعداد

سی
فار

پيش از استفاده،  لطفاً دفترچه ي راهنما را به دقت بخوانيد.
این دستگاه فقط برای استفاده ي خانگی می باشد.

BA 1500

صفحهي
نمايشاعداد

بدنهياصلي

set :          تنظيمزمانفعلي

افزايش/هشدار             : 

    wt                  : كاهش/اندازهگيري

گيرندهيمادونقرمز

 

1.لطفاًدرزمانتنظيمزمانوهش��دار،صفحهینمايشاعدادرا
خارجنماييد.

2. درزم��اناندازهگي��ریوزنباحالتارس��البدونس��يم،لطفاً
گيرندهیامواجمادونقرمزرانپوشانيد.

نكته




